FRICIKE

Maszyny Rolnicze

PRONAR T683 [szB6830XXP1X01244]

Année de fabrication: 2023

Design:

Catégorie:

104.700,” PLN

plus TVA 23% (128.781,° PLN Bru)

FRICKE Maszyny Rolnicze Sp. z 0.0. Mragowo
Ul Przemystowa 6

11-700 Mragowo

Tel: +48 732 106 371

Fax:

Date: 19.04.2025

Technologie des transports

Remorque

Equipement Description :

Non.lbre d'essieux 2 e pronar-t683-braking-system-double-line-air-with-
Design 3 pages coupling-for-the-second-trailer-description-

Etat o new ) ¢ technically-permissible-total-weight-20000-kg-
Description : pronar-t683-braking-system-d permissible-total-weight-20000-kg-

ouble-line-air-with-coupling-foe 15,4 apacity-15300-kg-

r-the-second-trailer-descriptio
n-technically-permissible-total
-weight-20000-kg-permissible- o

empty-weight-4700-kg-
load-volume-172-m-
overall-dimensions-

total-weight-20000-kg-load-ca  jenothwidthheight-680025502790-mm-
pacity-15300-kg-empty-weight o hitch-ring-load-2000-kg-
-4700-kg-load-volume-172-m- ¢ {yre 38565-1225-regenerated-

overall-dimensions-lengthwidt
hheight-680025502790-mm-hi o
tch-ring-load-2000-kg-tyres-38 o
565-r225-regenerated-maximu

maximum-speed-40-kmh-
tipping-system-3-side-opis

Systeme de freinage : double ligne aérienne avec
embrayage pour la deuxieme remorque

m-spe.ed-40—.kmh-tipping-syste * Poids total technique autorisé : 20 000 kg
m—3-s1d.e-op?s-.ukad—l?amulcow ¢ Poids total autorisé : 20 000* kg
y-podwjna-linia-powietrzna-z- o Capacité de charge : 15 300%* kg
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Frein a air
Volume de chargement
Essieu tandem

sprzgem-do-drugiej-przyczepy ® Poids a vide : 4 700 kg
-techniczna-dopuszczalna-mas ® Volume de chargement : 17,2 m?
a-cakowita-20-000-kg-dopuszc® Dimensions extérieures (longueur/largeur/hauteur) :
zalna-masa-cakowita-20-000-k ~ 6800/2550/2790 mm
g-nono-15-300-kg-masa-wasna® Charge d'attelage : 2 000 kg
-4-700-kg-pojemno-adunkowa ® Pneumatiques : 385/65 R22.5 remanufacturés
-172-m-wymiary-zewntrzne-du® Vitesse maximale : 40 km/h
goszerokowysoko-6800255027 e Dispositif de basculement : 3 cotés
90-mm-obcienie-zaczepu-2-00

0-kg-opony-38565-r225-regen

erowane-maksymalna-prdko-4

0-kmh-ukad-

wywrotu-3-stronny-

O

17,00

O
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